
FCB-HD It~ierfrrce Botrrd for SOIIJ HD Crrmerus 
CN-I to FCB-HD Series 
CN-3 to INTERFACE 
CN-4 to INTERFACE 

J 1 to Board to Board INTERITACE 

NOTE: Composite Video & YIC Video only operate in Standard Definition Mode, also HD 
Component Video only operates in High Definition Mode, which is selectable by communications and 
requires a hard reset. 

Connector and Pin Assignment 
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CN-1 (24-pin Power, VBS, YIC, HD Component, and Communication) 

Name Level 
GND (for TxD, RxD, & Reset-In) 

TxD CMOS 5V (Low: Max 0.1V) (High: Min 2.4V) Send Data 
RxD CMOS 5V (Low: Max 0.8V) (High: Min 2.OV) Read Data 

Reset-In Reset (Low: GND), Normal (High: 3.OV, OPEN) 
GND (for Y Signal) 

Y Out 
GND (for C Signal) 

C Out 
GND (for VBS Out) 

VBS Out 
GND (for HD Y Out) 

HD Y Out 
GND (for HD PB Out) 

HD PB Out 
GND (for HD PR Out) 

HD PR Out 
GND (for DC IN) 

DC IN 9.0V i3V 
DC IN 9.0V i3V 
DC IN 9.0V i3V 
DC IN 9.0V i3V 

GND (for DC IN) 
DC IN 9.0V k3V 

GND (for DC IN) 
Supplied Cable: 24-pin, 0.5mm pitch FFC Cable. Length 3 inches (76.2mrn) 






