CS6910G SDK installation and operation
1- Before installing the camera make sure you have PCI-X computer or PCI- express and high memory.

2- Make sure you have Ethernet or 1000 MBS or you should have Intel Pro 1000/GT. Or Intel MT 1000 PCI-X card.

3- Load the CD and Install the IPEngineSDK into your hard drive.

4- Save the CS6910G Teli Icon from the CD to your Desktop.

5- Go to control panel, system, hardware then select the device manager.

6- Then click on the Intel Pro 1000 card. Then right click on the mouse and select the update driver.

7- The Hard ware update wizard window will appear and select (install from specific location and click next. Select do not search I choose driver to install.

8- Click on the have disk, then type of find the following directory by browsing C:\PROGRAM FILES\PLEORA TECHNOLOGIES INC\IPORT SOFTWARE\DRIVERS\WINDOWS 2000.
9- The Select the IPengine filter and then select next to install the driver for your Ethernet card.

10- Then connect the camera to the Ethernet outlet and click on the Teli CS6910G Icon will see you new window with IP address assigned to the camera. Click okay and will see the Video image for the CS6910G and the Adjustments controllers window and the RS 232 window.

11- You click on the white balance to set the white balance or shutter and so on.

Please call me at 714-356-8456 if you have any questions and ask for Al Sabeh.

You can e-mail me at al.sabeh@ttai.toshiba.com 

Thank you

Al Sabeh

